        --- System Configuration Dialog ---

Continue with configuration dialog? [yes/no]: no


Press RETURN to get started!



Router>en
Router#conf t
Enter configuration commands, one per line.  End with CNTL/Z.
Router(config)#fa0/0
               ^
% Invalid input detected at '^' marker.
	
Router(config)#int fa0/0
Router(config-if)#ip address 172.50.0.1 255.255.0.0
Router(config-if)#no shut

Router(config-if)#
%LINK-5-CHANGED: Interface FastEthernet0/0, changed state to up

%LINEPROTO-5-UPDOWN: Line protocol on Interface FastEthernet0/0, changed state to up

Router(config-if)#int se0/0/0
Router(config-if)#ip address 10.0.0.1 255.0.0.0
Router(config-if)#no shut

Router(config-if)#
%LINK-5-CHANGED: Interface Serial0/0/0, changed state to up

Router(config-if)#int se0/0/0
Router(config-if)#encap
Router(config-if)#encapsulation fra
Router(config-if)#encapsulation frame-relay 
Router(config-if)#
%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial0/0/0, changed state to up

Router(config-if)#band
Router(config-if)#bandwidth 64
Router(config-if)#fra
Router(config-if)#frame-relay map ip 10.0.0.2 ?
  <16-1007>  DLCI
Router(config-if)#frame-relay map ip 10.0.0.2 607 br
Router(config-if)#frame-relay map ip 10.0.0.2 607 broadcast ?
  cisco  Use CISCO Encapsulation
  ietf   Use RFC1490/RFC2427 Encapsulation
  <cr>
Router(config-if)#frame-relay map ip 10.0.0.2 607 broadcast 
Router(config-if)#exit
Router(config)#router rip
Router(config-router)#ver 2
Router(config-router)#network 172.50.0.0
Router(config-router)#network 10.0.0.0
Router(config-router)#no au
Router(config-router)#no auto-summary 
Router(config-router)#
