     --- System Configuration Dialog ---

Continue with configuration dialog? [yes/no]: n


Press RETURN to get started!

System Bootstrap, Version 12.3(8r)T8, RELEASE SOFTWARE (fc1)
Cisco 1841 (revision 5.0) with 114688K/16384K bytes of memory.

Self decompressing the image :
########################################################################## [OK]
              Restricted Rights Legend

Use, duplication, or disclosure by the Government is
subject to restrictions as set forth in subparagraph
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         --- System Configuration Dialog ---

Continue with configuration dialog? [yes/no]: no


Press RETURN to get started!



Router>en
Router#conf t
Enter configuration commands, one per line.  End with CNTL/Z.
Router(config)#int se0/0/0
Router(config-if)#ip address 10.0.0.2 255.0.0.0
Router(config-if)#no shut

Router(config-if)#
%LINK-5-CHANGED: Interface Serial0/0/0, changed state to up

Router(config-if)#int se0/0/1
Router(config-if)#ip address 172.60.0.1 255.255.0.0
Router(config-if)#no shut

Router(config-if)#
%LINK-5-CHANGED: Interface Serial0/0/1, changed state to up

Router(config-if)#
%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial0/0/1, changed state to up

Router(config-if)#int se0/0/0
Router(config-if)#encap
Router(config-if)#encapsulation fra
Router(config-if)#encapsulation frame-relay 
Router(config-if)#
%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial0/0/0, changed state to up

Router(config-if)#fra
Router(config-if)#frame-relay map ip 10.0.0.1 706 ?
  broadcast  Broadcasts should be forwarded to this address
  cisco      Use CISCO Encapsulation
  ietf       Use RFC1490/RFC2427 Encapsulation
  <cr>
Router(config-if)#frame-relay map ip 10.0.0.1 706 bro
Router(config-if)#frame-relay map ip 10.0.0.1 706 broadcast 
Router(config-if)#int se0/0/0
Router(config-if)#encapsulation frame-relay 
Router(config-if)#band
Router(config-if)#bandwidth 64
Router(config-if)#frame-relay map ip 10.0.0.1 706 broadcast 
%Address already in map
Router(config-if)#exit
Router(config)#router rip
Router(config-router)#ver 2
Router(config-router)#network 10.0.0.0
Router(config-router)#network 172.60.0.0
Router(config-router)#no au
Router(config-router)#no auto-summary 
Router(config-router)#exit
Router(config)#int se0/0/1
Router(config-if)#clock rate 64000
Router(config-if)#
%LINK-5-CHANGED: Interface Serial0/0/1, changed state to down

%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial0/0/1, changed state to down

Router(config-if)#int fa0/0
Router(config-if)#ip address 172.60.0.1 255.255.0.0
% 172.60.0.0 overlaps with Serial0/0/1
Router(config-if)#int se0/0/1
Router(config-if)#no ip address
Router(config-if)#int fa0/0
Router(config-if)#ip address 172.60.0.1 255.255.0.0
Router(config-if)#no shut

Router(config-if)#
%LINK-5-CHANGED: Interface FastEthernet0/0, changed state to up

%LINEPROTO-5-UPDOWN: Line protocol on Interface FastEthernet0/0, changed state to up
